PROFESSIONAL FM TRANSCEIVER

Welcome

Thank you for purchasing the BR1000 transceiver. Durable materials and
high quality components have been used in the manufacture of this two-
way radio. Designed for industrial use, the BR1000 excels in tough
environments. Lithium ion battery technology enhances the radio’s performance
and makes the transceiver compact and easy to operate.

Precautions

® Study this manual carefully.

e Familiarize yourself with the potential hazards associated with using
any type of transceiver.

® Do not operate the transceiver or replace the battery in an explosive
environment (dust, gas, fumes etc.).

® Do not open or modify the transceiver in any way.
Use only qualified technicians for service or repair.
Do not expose the transceiver to prolonged periods of direct sunlight,
extremely hot surfaces or environments.

® Do not place the transceiver in excessively dusty, humid, wet, or
unstable areas.
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FUNCTIONS AND FEATURES

® 16 semi-duplex channels
® Channel scan

® Channel announcement
® Monitor function

® Time-out timer (TOT)

® Battery save function

® Low battery alert function
e QT/DQT

e Busy channel lock-out

e PC programmable

e Wide/narrow bandwidth switch
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STANDARD ACCESSORIES

Unpack the transceiver and accessories.

Antenna (1 pc)

P
N

Battery Pack (1 pc) Belt Clip (1 pc) & screws (2 pcs)

User's Manual (1 pc)
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CHARGING THE TRANSCEIVER BATTERY

1. Plug charger into wall outlet. (Green light will
illuminate.)

2. Place lithium ion battery pack in charger, or
place the battery pack in the radio and place
the entire radio in charger. (Light will change
to red indicating battery is charging.)

3. Red light will change to green when battery is
fully charged.

BATTERY PACK USE AND CARE

The battery pack is not charged at the factory. Please charge before using.
When charging the battery for the first time (or after more than two months
of non-use), the battery will not charge to its full capacity. After about three
charge/discharge cycles, the battery will return each time to full capacity.
Switch transceiver OFF when charging the battery.

The ambient temperature should be between 41 and 104 degrees Fahrenheit
while charging is in progress. Charging outside this range may limit charging
capability.

Do not recharge the battery pack if it is already fully charged. Doing so may
shorten battery life and/or damage the battery pack.

After recharging, remove the battery pack from the charger. Charging the
battery pack for more than 5 days may reduce the battery pack life.
Replace the battery pack when its working time decreases even though it
has been fully charged. (Battery life under normal use is approximately two
years.)

Never attempt to remove the casing from the battery pack.

Dispose of batteries properly.
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INSTALLING / REMOVING THE BATTERY PACK INSTALLING / REMOVING THE BELT CLIP

Snap battery into place in battery area.
Press transceiver lock into place to secure
battery.

® To install the belt clip, align the holes on the back

—m™  of the transceiver. Attach with screws by turning
clockwise until the belt clip is secure.

® To remove the belt clip, turn the screws
counterclockwise until the belt clip is released

® To remove the battery, release the
transceiver lock by pulling downwards.
Lift battery carefully from battery area.

from the back of the transceiver.

INSTALLING / REMOVING THE ANTENNA INSTALLING THE OPTIONAL SPEAKER / MICROPHONE

® |nstall the antenna prior to transmitting. ® Open the jack cover from the side of the transceiver.
Transmitting without the antenna will ® [nsert the speaker/microphone plugs into the speaker/microphone jacks.
damage the transceiver and will void the e Press gently to secure in place.

warranty on this product.
® Do not bend the antenna excessively.
To install the antenna, screw the antenna
into the connector on the top of the
transceiver by holding the antenna at its
base and turning it clockwise until secure.
® To remove, hold the antenna at its base
and turn counterclockwise until it is no
longer attached to the top of the transceiver.
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OVERVIEW
Power Switch/Volume
Control:

Antenna Turn clockwise to turn ON
the transceiver. Turn

LED

counterclockwise until a
click sounds to turn OFF.
Rotate to adjust the volume
level.

Indicator light is red
when transmitting a
signal, green when
receiving a signal.
Indicator light flashes
red when the battery is
low.

Channel Selector :
Rotate to select channels

1-16.
Speaker 6

Microphone

PTT (Push-To-Talk)
Switch: §
Press, then speak into ﬂ
the microphone to
transmit. Release to
receive.

Monitor Key : Jacks

When pressed, allows
user to check for
activity on the selected

channel. M

Battery Pack

Speaker/Microphone
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BASIC OPERATION

® Turn on the transceiver by turning the Power Switch/
Volume Control clockwise.

® A beep will sound.

® Adjust the volume by pressing and holding the
Monitor key, then rotating the Power Switch/ Volume
Control.

o Rotate the Channel Selector to select the desired
channel.

® \When you receive an appropriate signal, you will
hear audio from the speaker.

® To make a call, press and hold the PTT key; then
speak into the transceiver microphone in a normal
speaking voice.

® Hold the transceiver microphone 2 to 4 inches from
your mouth.

o Release the PTT key to receive.

AUXILIARY FUNCTIONS

The BR1000 is programmed with the following features.

e Speech Dial Function

Announces each channel as the channel selector is turned.

® Monitor Function

The squelch circuit on the transceiver mutes the speaker automatically when
no signals are present. To manually deactivate the squelch, press and hold
the Monitor key. The LED indicator is green while the Monitor key is pressed.
Monitor Lock: Momentarily press the Monitor key to hear static. Press the
key again to return to normal operation.

Monitor Momentary: Press and hold the Monitor key to deactivate QT/DQT
signal. Release the key to return to normal operation.







